SECTION 103

EPOXY-COATED STEEL REINFORCING BARS

103.1 GENERAL
This section covers deformed steel rein-
forcing bars with protective epoxy-—
coating applied by the electrostatic
spray method.
103.2 REFERENCES
103.2.1 ASTM

a 615 A 617

A 616 A 775
103.2.2 AASHTO

M 284
103,2.3 AMERICAN WELDING SOCIETY

AWS D 1.4
103.3 FATERIALS
103.3.1 BAR REINFORCEMENT: Reinforcing
pars shall be deformed, intermediate
grade, billet steel conforming with ASTM
A 615 or rail steel conforming with ASTM

A 6l6, The latter steel shall be bend-
tested and shall meet the bend-test re-
guirements for axle-steel reinforcing

bars, ASTM A 617, Grade 60; and the bar
markings rolleé into the surface of the
bars shall 1include the 1letter "R" to
designate rail steel meeting these

reguirenents.

103.3.2 EPOXY-COATED REINFORCING BARS:
When specified in the construction plans
or required by the ENGINEER, epoxy-cocated
reinforcing bars shall conform with
AASHTO M 284, utilizing the reinforcing
bars defined in Subsection 103.3.1.

103.3.3 BAR MATS: Bar mats shall con-
form with ASTM A 184, utilizing the rein-

forcing bars defined in Subsection
103.3.1. Mats shall be fabricated from
reinforcing bars. Metal clips shall be
epoxy-coated. Nonmetallic clips may be

substituted. Coating damage at the clip-
ped or welded intersections shall be re-
paired in accordance with Subsection
103.3.4.

103.3.4 REPAIR OF COATING: Wwhen re-
gquired, damaged epoxy-coating shall be

repaired with patching material conform-
ing with ASTM & 775, Repair shall be
done in accordance with the patching
material manufacturer's recommendations.

103.4 FABRICATION

All reinforcement shall be bent cold un-
less otherwise approved by the ENGINEER.

103.5 FIELD INSTALLATION

Epoxy~-coated ‘reinforcing bars
supported formwork shall rest on coated
wire bar supports, or on Dbar supports
made of dielectric material or other ac-
ceptable materials. Wire bar supports
shall be coated with dielectric material
for a minimum distance of 2 inches fron
the point of contact with the epoxy-
coated reinforcing pars, Reinforcing
bars used as support bars shall be
epoxy-coated. In walls having epoxy-
coated reinforcing bars, spreaders where
specified by the plans or ENGINEER shall
be epoxy-coated, Proprietarv combination
bar clips and spreaders used in walls
with epoxy-coated reinforcing bars shall
be made of corrosion resistan:t material.

103.5.1

103.5.2 Epoxy-coated reinforcing bars
shall be fastened with nylon-, epoxy-, oOr
plastic-coated tie wire or other accept--
able materials.

103.5.3 Splices of reinforcing bars
shall be made only as required or
permitted in the construction plans or

approved by the ENGINEER.

103.5.4 When reguired or permitted, all
welding of reinforcing bars shall conform
to AWS D 1.4. Unless otherwise
permitted, welding of crossing bars (tack
welding) for assembly of reinforcement is

prohibited.

103.5.5 Suitable
provided when
reinforcing bars.,

ventilation shall be
welding epoxy-coated

103.5.6 After conpletion of welding on
epoxy-coated reinforcing bars, coating
damage shall be repaired in accordance
with Subsection 103.3.4. a1l welds, and
all steel splice members when used ¢to
splice bars, shall be coazed with the
same material used for repair of coating
damnage.

103.5.7 when reguired or permitted, me-
chanical connections shall be installed
in accordance with the splice device

manufacturer's recommendaticns.

103.5.8 After installing mechanical con-
nections on epoxy~-coated reinforcing
bars, coating darage shall be repaired in
accordance with Subsection 103.3.4. All
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parts of mechanical connections used on
coated bars, including steel splice
sleeves, bolts, and nuts shall be coated
Wwith the sams material used for repair of

103.5.9 Reinforcing bars partially
embedded in concrete shall not be field
bent, except as indicated on the
construction plans or approved by the
ENGINEER. Yinen heat 1is used to fielgd
bend epoxy-coated reinforcing bars,

suitable ventilation shall be provided.
When epoxy-coated reinforcing bars are
field bent, coating damage shall be
repaired 1in accordance with Subsection
103.3.4.

103.5.10 Unless permitted by the ENGI-
NEER, reinforcing bars shall not be cut
in the field. When epoxy-coated rein-
forcing bars are cut in the field, the
ends of the bars shall be coated with the
sane material used for repair of coating
danage.

103.5.11 Equipmnent for handling epoxy-
coated bars snall have protected contact
areas. Bundles of coated bars shall be
lifted at mulciple pickup points to mini-
mize bar-to-bar abrasion from sags in the
bundles. Coated  Dbars or Dbundles of
coated pars snall not be dropped or
dragged., Coated bars shall be stored in
protective cribbing, Fading of the color
cof the c¢oating shall not be cause for
rejection ot spoxy-coated reinforcing
bars. Coating damage due to handling,
snhipment and placing need not be repaired
in cases where the damaged area is 0.1
square inch or smaller. Damaged areas
larger than 0.1 square 1inches shall be
repaired 1in accordance with Subsection
103.3.4. The mnmaximum anount of damage
including repaired and unrepaired areas
shall not excsed 2 percent of the surface
area of each bar.

103.6 MEASUREMENT AND PAYMENT

Epoxy-coated steel reinforcement will be
included in the measurement for this
special type of reinforced concrete.
Payment will be made at the reinforced
concrete's unit price per cubic yard or
square vard as def ined in the Bid
Proposal.
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